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[bookmark: _GoBack]Winrar:    https://www.win-rar.com/download.html?&L=0 
       

image5.png
oLer

roLez
e

roLEs

CRUFANT
crusosker | e

o1
D2

JUsB1

Ez0sugLeD

PR

Juses

JBaTt
sam0
(optonal)
saaiz

ssmes
(optonal)

samas

sama




image6.png
HDD LED +
HDD LED -

Power LED +

Power LED -

Reset Switch

Power Switch

Reset Switch

Power Switch

Reserved

No Pin





image7.png
Entering BIOS Setup

Please refer the following methods to enter BIOS setup.
Press Delete key, when the Press DEL key to enter Setup Menu, F11 to enter Boot
Menu message appears on the screen during the boot process.
Use MSI FAST BOOT appiication. Cick on GO2BIOS button and choose OK. The
system will reboot and enter BIOS setup directly.

HuFIsED. col

Fast Boot

GO0Z5I6S

Clckan GOZBI0S

Function key

General Help Enter CPU Specifications menu

F5 Enter Memory-Z menu 6 Load optimized defaults

Take a screenshot and save it
F10 | Save Change and Reset: F12 | 10 USB flash drive (FAT/ FAT32
format only).

* When you press F10, a confirnation window which provides the modfication
information appears. Select between Yes or No to confirm your choice.
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Setting up wireless security
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To set up the wireless security settings:
1. Keyin 192.168.1.1 on your web browser.

2. On the login screen, key in the default user name (admin) and
password (admin), then click OK.The wireless router’s web GUI
launches.
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JFP1, JFP2: Front Panel Connectors

These connectors connect to the switches and LEDs on the front panel
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JUSB1~2: USB 2.0 Connectors

‘These connectors allow you to connect USB 2.0 ports on the front panel.

1 veo 2 Voo
3 USBO- 4 USB1-
5 USBO+ 6 USBI1+
7 Ground 8 Ground
9 NoPin 10 NC

/N important

Note that the VCC and Ground pins must be connected correcty 0 avoid possible
damage

 Inorderto recharge you iPad.Phone and P through USB pots, please istal
MSl SUPER CHARGER iy
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JBAT1: Clear CMOS (Reset BIOS) Jumper.

‘There is CMOS memory onboard that is extenal powered from a battery located on
the motherboard to save system confguration data. If you want to clear the system
configuration, set the jumpers to clear the CMOS memory.
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(default) BIOS

Resetting BIOS to default values
1. Pouer offthe computer and unplug the power cord

2. Usea jumper cap to short JBAT1 for about 5-10 seconds
3. Remove the jumper cap from JBAT1.

4. Plug the povier cord and power on the computer

EZ Debug LED: Debug LED indicators
‘These LEDS indicate the status of the motherboard.
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